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SPECIFICATIONS A
Impedance: 500 RoHS Compliance
FREQUENCY RANGE: DC TO 2 GHz
ATTENUATION(LOSS): 1~10 dB
ACCURACY: .5 dB
VSWR: 1.2:1 max. Mquing; xxdB
INPUT POWER: 1 WATT AVERAGE —\
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DJAT—02—01—-XXdB—0A |[Attenuation <D(
DJAT—02—-01—-R5dB—0A 0.5dB Bl
DJAT—02—01-01dB—0A | 1.0dB = —
DJAT—02—01-02dB—0A | 2.0dB
DJUAT—02—-01-03dB—0A 3.0dB 16.9 17.5 11.3
DJAT—02—01—04dB—0A | 4.0dB 457
DJAT-02-01-05dB-0A 5.0dB
DJAT—02—01-06dB—0A | 6.0dB
DJAT—02—-01-07dB—0A 7.0dB
DJAT—-02—-01-08dB—-0A 8.0dB
S JAT—07—01—09dB—0A 9.0d8 BNC—ATTENUATORS(PLUG—JACK)
DJAT—02—01—10dB—0A | 10.0dB TWATT, XXdB
ltem Materials Plating NO. DESCRIPTION QTY | MATERIAL FINISH REMARKS.
%ZZS"”Q cap é'r’;‘;s E:Zteell l;:llz::j PARTS No. NAME APPROVED
DJAT—02—-01—XXdB—0A BNC—ATTEN xxdB.1Watt S.J.LEE
Center contact Brass Gold Plated
Be—Cu MATERIAL FINISH TOLERANCES CHECKED
Insulator PTFE — OTHERWISE SPEC. £0.05  ANGLES +1°
SCALE UNIT DESIGNED
CUSTOMER mm @g B.C.YUN
@ DONGJIN TI. pwe No. DJAT—02—-01-XXdB—0A DATE'03/JUL/2013
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