2 3 4 | 5 | 6
No. Revision Date Name
/N | PN Change from 1T—513—65180S |04/10/2013| B.G.YUN
RoHS Compliant |
O—RING(ANO12
7/16—28UNEF—2A
- ? D)
q N & D
: ZN
) < @
: o/
] \
2.3
18.2 6.5 18.0 012.7 _4-052
24.5 17.5
NOTES:
1. INTERFACE PER MIL—STD—348 FIG. 313
OPERATING TEMPERATURE: —65 ~145'C
2. MATERIALS
O—RING: SILICONE RUBBER
INSULATOR: TEFLON TNC Panel Receptacle
CENTER CONTACT: BERYLLIUM COPPER _
BODY: BRASS JACK—4H w/h Seal
3. FINISHES
CENTER CONTACT: HARD GOLD PLATE 0.1micron NO. DESCRIPTION Q'TY MATERIAL FINISH REMARKS.
BODY: NICKEL PLATED 5.Omicron PARTS No. NAME APPROVED
_ _ TNC—F4H Receptacle
4. ELECTRICIAL CHARACTERISTICS TNC-504-006 P
NOMINAL IMPEDANCE: 50 OHm MATERIAL FINISH TOLERANCES ) CHECKED
FREQUENCY RANGE: DC TO 11GHz SSEERW'SE SPES'NT_EFO'OS ANGLES 1 SESioNED
WORKING VOLTAGE: 500 VOLTS RMS
CUSTOMER mm @ 6 S-J.LEE
@ DONGJIN TI. DWE NO. — c0a 006 DATE.  rsc /2012




